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CONCRETE AND SOIL SAMPLING AND ANALYSIS PLAN
Former Pechiney Cast Plate, Inc., Facility
3200 Fruitland Avenue
Vernon, California

1.0 INTRODUCTION

AMEC Geomatrix, inc. (AMEC; formerly Geomatrix Consultants, Inc. [Geomatrix]), has
prepared this Sampling and Analysis Plan (SAP) to outline sampling and analysis procedures
for characterization and verification sampling of concrete and soil for polychlorinated biphenyls
(PCBs) at the Former Pechiney Cast Plate, Inc., Facility in Vernon, California (the Site;
Figure 1). If additional characterization and/or verification work is necessary following
conclusion of the work proposed in this SAP, additional concrete and soil sampling will be
completed as described in this SAP. This SAP is fo be utilized in conjunction with the PCB
Notification Plan (Plan or Application) (AMEC, 2009a), Remedial Action Plan (AMEC, 2009b),
Below Grade Demolition Plan {Geomatrix, 2006a), below-grade technical specifications, and
other project-related documents pertinent to the work proposed in this SAP. The sampling
procedures described in this SAP were designed using the Code of Federal Regulations
(CFR), Title 40, Subchapter R, Toxic Substances Control Act (TSCA), Part 761, Subpart N
(761.265 for porous surfaces) and Subpart O (761.283 and 761.286), which were used as an
amended guide to U.S. Environmental Protection Agency's (U.S. EPA’s) guidance, Standard
Operating Procedure for Sampling Porous Surfaces for Polychlorinated Biphenyls (U.S. EPA,
2008), to develop a modified sampling approach that would be reasonable for this Site.

2.0 CHARACTERIZATION AND VERIFICATION SAMPLING

Characterization and verification sampling to assess the concentrations of PCBs in concrete
and soil will be conducted by an AMEC field geologist/engineer under the supervision of a
Professional Geologist or Professional Engineer. Site health and safety planning, utility
clearance, sampling and analysis, sample handling, equipment decontamination, and waste
profiling and disposal procedures, are described herein.

The Site-Specific Health and Safety Plan (HASP) (AMEC, 2009c) will be adhered to during the
field activities performed by AMEC personnel as part of this SAP. The HASP will address the

potential risks to the personnel performing the sampling activities proposed in this SAP. Utility
locating and clearance will be the responsibility of the demolition contactor managing the Site.
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2.1 CONCRETE CHARACTERIZATION SAMPLING (PCBs)

Concrete characterization testing has been previously conducted at the Site and the data are
summarized in Appendix A of the Plan.

AMEC plans to conduct additional concrete testing to further support the on-site disposal of
concrete containing PCBs below the site-specific remediation goal of 5.3 milligrams per
kilogram (mg/kg) at the Site. The additional sampling locations will be selected randomly
across the existing concrete floor slab and the data will be used to augment the concrete data
presented in the Plan (AMEC, 2009a). The additional concrete characterization samples will
be analyzed for PCBs using EPA Method 8082,

The additional concrete sampling will focus on collecting concrete core samples from randomly
selected locations across the Site. Given the size of the remaining floor slabs (approximately
590,000 square feet), 40 CFR Part 761, Subpart N (761.265 for porous surfaces) and Subpart
O (761.283 and 761.286) were used as an amended guide to U.S. EPA's guidance, Standard
Operating Procedure for Sampling Porous Surfaces for Polychlorinated Biphenyls (U.S. EPA,
2008), to develop a modified sampling approach that would be reasonable for Site conditions,
The sampling approach consists of a 40-foot by 40-foot grid spacing overiain across the Site,
which is approximately synonymous with the spacing of the below grade footings and
foundations. This grid was initiated in the northwest corner of the Site as shown on Figure 2.

In addition to the modifications to the sampling approach, Subpart O was further consulted to
assess the minimum number of samples required for characterization sampling. According to
Subpart O, the minimum number of samples required would be three for each matrix, with no
upper limit specified for the total number of samples required. As noted in the Plan, over

250 concrete characterization samples have been collected and tested for PCBs. The
additional sampling proposed in this SAP will be used to augment the existing data by the
collection and analysis of 50 randomly selected concrete samples locations from the proposed
40-foot by 40-foot grid. )

To determine the random sampling locations, each grid was numbered starting at number 1 in
the northwest corner of the Site, and ending at number 455 in the southeast corner of the Site.
Once numbered, a random number generator was used to select random numbers between
1and 455. As each random number was generated, the sample point was marked at the
intersection of grid nodes at the southeast corner of the numbered grid for concrete sampling.
Random sample grid numbers were excluded if the grid number either (1) fell within an area
proposed for the removal and off-site disposal of concrete containing PCBs at concentrations
greater than 5.3 mg/kg; or (2) fell outside the building slab in asphalt covered parking lots
and/or driveways.
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Using this random selection methodology, 50 random sampie locations were identified for
testing. These sample locations are shown on Figure 2.

2.2 CONCRETE AND SOIL CHARACTERIZATION SAMPLING (PCB CONGENERS)

AMEC has developed an approach for sampling concrete floor slabs and scil for the presence
of dioxin-like PCB congeners (also known as coplanar PCBs) at the Site. This sampling
approach was developed to address U.S. EPA’s concern that these coplanar PCBs may be
present based on the age of the facility and the historical manufacturing operations. For the
most part, the primary mixture of PCBs detected in soil and concrete at the Site has been
Aroclor-1248, and to a lesser extent, Aroclor-1254 and Aroclor-1260.

The proposed sampling will target concrete and soil where total PCBs (the sum of Aroclor
mixtures) were detected at concentrations below 5.3 mg/kg, which is the proposed risk-based
remediation goal protective of potential future exposures to PCBs in shallow soils. Additional
samples also will be collected from selected locations where total PCBs were detected at
concentrations above 50 mg/kg.

Each proposed sample location will target concrete or soil where only one Aroclor was
previously reported. Each sample will be analyzed for Aroclors using EPA Method 8082 and
individual PCB congeners using EPA Method 1668B, provided sufficient laboratory capacity
for this method is available at the time the samples are collected, otherwise EPA Methed
1668A will be used.

The detected concentrations of dioxin-like congeners will be used to calculate the dioxin toxic
equivalence (dioxin TEQ) for each sample. The dioxin TEQ of each sample will be plotted
against its corresponding Aroclor concentration. A linear regression, through the origin, of
dioxin TEQ versus Aroclor concentration will be made. Separate regressions will be made for
concrete and soil. Additional subdivisions of soil or concrete may be made, based on
geographic location or other exogenous factor(s) if the dioxin TEQ versus Aroclor plot
suggests an effect of an exogenous factor on the relationship between dioxin TEQ and Aroclor
concentration. The slope of the linear regression will be used as the estimator of the
relationship between dioxin TEQ and Aroclor concentration. The uncertainty in the slope of
the linear regression also will be calculated using a single-tailed Type | error probability of
0.05. The estimated relationship between dioxin TEQ and Aroclor concentration will be
reported as the slope of the regression plus or minus the uncertainty in the slope.

The estimated relationship wili be used to (1) estimate dioxin TEQ concentrations associated
with previous sampling results; (2) support (or refine) the site-specific PCB remediation goals;
and (3) support remediation confirmation sampling. If the relationship differs by geographic
location or other exogenous factor(s}, the corresponding relationship will be used.

AMEC Geomatrix, Inc.
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221 Proposed Concrete Sample Locations
The proposed concrete sample locations are listed below and shown on Figure 3.

¢ Former sample location DC-22: Aroclor-1260 was detected in concrete at a
concentration of 0.47 mg/kg;

» Former sample location DC-23: Aroclor-1260 was detected in concrete at a
concentration of 0.84 mg/kg;

e Former sample location DC-52: Aroclor-1248 was detected in concrete at a
concentration of 1.6 mg/kg;

¢ Former sample location DC-154: Aroclor-1248 was detected in concrete at a
concentration of 3.7 mg/kg;

» Former sample location DC-168: Aroclor-1248 was detected in concrete at a’
concentration of 150 mg/kg;

» Former sample location C-12: Aroclor-1254 was detected in concrete at a
concentration of 1.8 mg/kg;

» Former sample location C-14: Aroclor-1260 was detected in concrete at a
concentration of 2.0 mg/kg; and

¢ Former sample location B-1: Aroclor-1248 was detected in concrete at a
concentration of 0.24 mg/kg.

In addition, one sample location was selected to target concrete where Aroclor mixtures have
not been detected. An additional concrete sample will be collected near former sample
location DC-25. PCBs were not previously detected in concrete (concentration is less than
0.29 mg/kg) at this location.

222 Proposed Soil Sample Locations

Soil sampling will focus on soils in the upper 15 feet, where potential direct contact exposures
may occur; soil containing PCBs at depths greater than 15 feet are proposed to be left in place
(no exposure pathway or risk fo groundwater). Soil samples are proposed for. collection from
12 locations summarized in the following text and shown on Figures 4a and 4b. The sample
locations are based on the PCB concentrations in soils shown on Figures 5a and 5b of the
Plan, and the proposed remediation areas delineated on Figure 9 of the Plan.

+ Former boring HW-S: Aroclor-1248 remains in soil at a concentration of 6.9 mg/kg
at 3 feet below ground surface (bgs). At this location, one soil sample will be
collected at approximately 3 feet bgs.

AMEC Geomatrix, [nc.
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s Former boring SWO-6-2: Aroclor-1254 remains in soil at a concentration of
0.15 mg/kg at 5 feet bgs. At this location, one soil sample will be collected at
approximately 5 feet bgs.

e Former boring H4-F: Aroclor-1248 remains in soil at a concentration of 3.2 mg/kg at
5 feet bgs. At this location, one soil sample will be collected at approximately 5 feet
bgs.

¢ [Former boring H-8F: Aroclor-1248 and Aroclor-1260 remain in soil at
concentrations of 1.0 mg/kg and 0.3 mg/kg, respectively, at zero feet bgs (near
surface). At this location, one soil sample will be collected at approximately zero
feet bgs (near surface).

¢ Former boring B-2F: Aroclor-1260 remains in soil at a concentration of 1.2 mg/kg at
1 foot bgs. At this location, one soil sample will be collected at approximately 1 foot
bgs.

e Former boring IWDP-W (Gray): Aroclor-1254 remains in soil at a concentration of
4.0 mg/kg (original sample depth collected along the sidewall is unknown). At this
location, two soil samples will be collected at approximately 5 and 10 feet bgs.

e Former boring SWO7-M: Aroclor-1248 remains in soil at a concentration of
4.5 mg/kg at 6 feet bgs. At this location, one soil sample will be collected at
approximately 6 feet bgs.

¢ Former boring SWQO7-N: Aroclor-1248 remains in soil at a concentration of
3.4 mg/kg at 6 feet bgs. At this location, one soil sample will be collected at
approximately 6 feet bgs.

s Former boring SWC-3: Aroclor-1248 remains in soil at a concentration of
0.25 mg/kg at 1 foot bgs. At this location, one soil sample will be collected at
approximately 1 foot bgs.

e Former boring #155: Aroclor-1260 remains in soil at a concentration of 2.1 mg/kg at
2 feet bgs. At this location, one soil sample will be collected at approximately 2 feet
bgs.

e Former boring #10: Aroclor-1248 remains in soil at a concentration of 0.35 mg/kg at
2.7 feet bgs. At this location, one soil sample will be collected at approximately
2.7 feet bgs.

» Former boring #71: Aroclor-1260 remains in soil at a concentration of 0.57 mg/kg at
2.3 feet bgs and Aroclor-1248 remains in soil at a concentration of 0.14 mg/kg at
11.1 feet bgs. At this location, one soil sample will be collected at approximately
2.3 feet bgs.

o Former boring #39: Aroclor-1248 remains in soil at a concentration of 6.7 mg/kg at

2.2 feet bgs. At this location, one soil sample will be collected at approximately
2.2 feet bgs. -

AMEC Geomatrix, Inc.
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e Former boring #41: Aroclor-1248 remains in soil at a concentration of 2.0 mg/kg at
2.6 feet bgs. At this location, one soil sample will be collected at approximately
2.6 feet bgs.

* Location between former borings #40 and #95: Aroclor-1248 was previously
detected at the concentrations listed below. Two soil samples will be collected at a
location between former borings #40 and #95, at approximately 5 and 10 feet bgs.

o Boring #40: At depths at or above 15 feet, PCBs (Aroclor-1248) remain in soil at
concentrations of 440J ("J"; estimated concentration) and 5.7J mg/kg at 8.5 and
11.5 feet bgs, respectively. At 21.5 feet bgs, PCBs (Aroclor-1248) remain in
soil at a concentration of 2,000J mg/kg.

o Boring #95: At depths at or above 15 feet, PCBs (Aroclor-1248) remain in soil at
a concentration of 77 mg/kg at 10.5 feet bgs. At 20.5 feet bgs, PCBs (Aroclor-
1248) remain in soil at a concentration of 2,000 mg/kg.

23 SOIL CHARACTERIZATION SAMPLING BENEATH CONCRETE SLABS

Additionally, in areas where soil characterization data do not already exist beneath concrete
slabs impacted with PCB at concentrations above 5.3 mg/kg (Figure 2), additional soil
characterization samples for PCB analyses will be collected as described in Section 6.1.1.3 of
the Plan (AMEC, 2009a) and as described in this section. Our approach for the sampling is
based on the 10-foot grid spacing modified from Subpart N and to target soil directly beneath
areas with the highest concentrations of PCBs detected in concrete. The frequency by which
these soil characterization samples will be collected will be determined in the field using the
sampling frequency provided on the next page.

AMEC Geomatrix, Inc.
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Estimated
PCB-impacted Concrete Additional Characterization Number of
Slab Areas (in feet) Grid Spacing Samples Soil Samples
- 1 soil sample; at the center of
. . . the exposed soil area, or
Honzonta.l dimensions up directly beneath the location
to approximately 10 and none where the concrete core !
10 feet sample exhibited the highest
PCB concentration
- 2 soil samples; one from the
center of each part of the grid
Horizontal dimensions up Grid divided | - 4 ggj] sample; directly beneath
to approximately 20 by 20 into 2 equal the location where the 3
feet parts concrete core sample
exhibited the highest PCB
concentration
- 4 soil samples; one from the
center of each part of the grid
Horizontal dimensions up Grid divided | - 1 ggil sample; directly
to approximately 50 and into 4 equal beneath the location where the 5
50 feet parts concrete core sample
exhibited the highest PCB
conceniration

The actual number of characterization soil samples coliected from beneath the PCB-impacted
concrete slabs will be determined in the field based on the size of the area and the location of
adjacent footings and below grade structures. To collect the characterization soil samples
beneath the concrete slabs, the concrete at each proposed sampling location will require
coring. The concrete coring will be completed in accordance with the procedures previously
outlined in Section 2.1. In addition, a similar sail sampling grid approach may be applied
during the implementation of RAP in areas where additional concrete is observed with PCB
concentrations above 5.3 mg/kg.

23 SOIL VERIFICATION SAMPLING (PCBs)

Soil samples will be collected for verification purposes from areas where PCB-impacted soil is
removed and/or observed during the below-grade demclition and remediation activities.

The soil sampies will be collected directly from the backhoe bucket of the excavating
equipment. In some cases, soil samples may also be collected using hand auger or other
drilling methods.

In general, verification samples will be collected from “small area” excavations (less than
100 cubic yards of soil) by dividing the excavation into four equal parts using a grid pattern.
A typical grid pattern for a small excavation is shown on Figure 5. Four side wall soil samples

AMEC Geomatrix, Inc.
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will be collected, one on each sidewall at the location where the gird line intersects the
sidewall (horizontal locations). At the grid line point on the wall, the sample location will be
placed at a vertical midpoint between the top and bottom of the excavation wall. At the base
of the excavation, two soil samples will be collected from areas located in diagonally opposite
grids of the four grid squares, equally representing the excavation bottom.

in general, verification samples will be collected from “large area” excavations (greater than
100 cubic yards of soil) by dividing the excavation into at least six equal parts in a grid pattern.
A typical grid pattern for a large excavation is shown on Figure 5. At least six side wall soil
samples will be collected along the side walls at the location where the grid line intersects the
wall (horizontal). At the grid line point on the wall, the sample location will be placed at a
vertical midpoint between the top and bottom of the excavation. At least two sidewall samples
will be collect from the longer walls and at least one side wall sample will be collect from the
shorter wall. At a minimum, verification samples will be spaced horizontally at a distance of at
least 10 to 15 feet along the side walls. At the base of the excavation, at least three soil
samples will be collected from areas located in diagonally opposite grids of the six grid
squares, equally representing the excavation bottom. The actual number of verification
samples collected from the "large area” excavation will be determined in the field based on the
size of the excavation.

The number of verification soil samples collected and analyzed for PCBs will be determined in
the field. The soil samples will be analyzed under 24- to 48-hour turnaround to support the
demolition activities and will be analyzed for PCBs using EPA Method 8082.

Additional characterization soil samples may be collected based on observations made during
demolition and soil removal and will be included as part of the field quality assurance/quality
control (QA/QC) program for the project. The QA/QC procedures are discussed in the QAPP
(Geomatrix, 2007).

3.0 SAMPLE HANDLING PROCEDURES

Sampile handling procedures applicable to this work will include sample containers and
preservation, sample labeling, sample packaging, shipment, and chain-of-custody procedures;
they are described in the following subsections.

31 SAMPLE COLLECTION AND PRESERVATION

Concrete and soil samples will be collected and preserved using the following methods and
protocals.,

AMEC Geomatrix, Inc.
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3141 Concrete

Concert cores measuring approximately 1.5 inches in diameter and 3 inches in length (in
accordance with 40 CFR Part 761; Subpart O; Section 761.286) will be collected at the
proposed concrete sample locations using concrete coring equipment utilized by our
subcontractor, Rice General Cencrete Cutting Services of Long Beach, California,

The concrete cores will be placed individually in resealable plastic bags and stored in an ice-
chilled cooler. The core samples will be transported to the analytical laboratory, American
Analytics of Chatsworth, California (American Analytics), or the laboratory selected for the
congener testing, to be crushed prior to analysis.

Sample documentation, handling and fransport will be conducted in accordance with the site-
specific QAPP (Geomatrix, 2007).

3.1.2 Soil

Soil samples will be collected by hand sampling methods or using direct-push drilling methods.
During hand sampling or drilling, an AMEC field geologist will describe soil encountered using
the visual-manual procedures described in ASTM International Standard Method D2488,
which uses the Unified Soil Classification System for guidance. Soil samples will be collected
in acetate liners or glass jars. No preservatives are required for soil samples collected and
submitted for PCB analysis. New acetate liners will be provided by InterPhase. Clean, pre-
packaged glass jars and containers will be provided by the laboratory. Soil samples, once
packaged and labeled, will be placed individually in re-sealable plastic bags, and stored in an
ice-chilled cooler for shipment to the laboratory.

3.2 SAMPLE IDENTIFICATION AND LABELING

Sample identification will include a sample-specific identification code linking the sample o
descriptive information recorded in field documents. A separate label will be affixed to each
sample container with a self-adhesive backing. The sample identification code will consist of
the following components:

» sequential sample location number (1', 2,3, etc.);

s two letter code, describing the type of sample (SS = soil sample; DC = concrete
sample; and DW = decontamination water sample); and

e two-digit sequential number describing the sampling depth (01 = the first sample
colleted at 5 feet below grade, 02 = the second sample collected at 10 feet below
grade, etc.) or sequential sample from a side wall of an excavation (01 = the first
side wall sample collected from the east wall, etc.).

AMEC Geomatrix, Inc.
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As an example, a sample labeled 01-SS-01 would represent a soil sample collected from side
wail sample location number 1, at about 6 inches into the side wall. Sample labeled 02-SS-01
would represent a soil sample collected from the bottom of the excavation at sample

location 2, at a depth of 6-inches below the base of the excavation. Sample labeled 03-DC-01
would represent a concrete sample collected at location 3.

3.3 SAMPLE PACKAGING, SHIPMENT, AND CHAIN-OF-CUSTODY

Upon sample collection and labeling, concrete and scil and field QA/QC samples will remain
sealed within the sampling containers until analysis is conducted by the laboratory. Ice
contained in resealable plastic bags will be placed in the ice chest and used to keep the
samples chilled. The condition of samples will be inspected prior to shipment.

Chain-of-custody (COC) procedures will be followed to ensure field sample integrity and
tracking of sample custody. Each time a sample changes hands, both the sender and the
receiver will sign and date the COC form. When a sample shipment is sent to the laboratory,
the top signature copy is enclosed in plastic and secured to the inside of the sample shipment
containers. A COC record will be completed for each shipping container.

4.0 LABORATORY ANALYSES

The concrete core samples proposed for PCB analyses will be analyzed by American
Analytics or another [aboratory for Araclors listed under EPA Method 8082. The reporting
limits for all Aroclors listed under EPA Method 8082 will be 200 micrograms per kilogram, or
0.2 mg/kg.

The soil and concrete samples proposed for congener testing will be analyzed for 19 of the
209 dioxin-like PCB congeners listed under EPA Method 1668B, provided sufficient laboratory
capacity for this method is available at the time the samples are collected, otherwise EPA
Method 1668A will be used. The reporting limits for the 19 congeners listed under EPA
Method 1668B are listed in the table on the next page.
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Soil/Concrete

PCB Average DL

PCB CONGENER Congener No. (no/Kg, ppt)
3,3 4 4"-Tetrachlorobiphenyt 77 0.60
3,4 4 5-Tetrachlorobiphenyl 81 0.70
2,3,3' 4,4 -Pentachlorabipheny! 105 0.64
2,3,4.4' 5-Pentachlorobiphenyl 114 0.68
2,34 4" 5-Pentachlorobiphenyl 118 0.55
2',3,4,4' ,5-Pentachlorobiphenyl 123 0.63
3,3'.4,4' 5-Pentachlorobiphenyl 126 0.74
2,3,3',.4,4',5-Hexachlorobiphenyl 156 0.62
2,3,3' 4,4 5'-Hexachlorobipheny! 157 0.62
2,3'4,4',5,5-Hexachlorcbiphenyl 167 042
3,3'.44'.5,5-Hexachlorobiphenyl 169 0.48
2,3,3',4,4',5,5'-Heptachlorobipheny] 189 0.46

Note: The detection limits {DLs) listed are estimated; ng/kg = nanograms per kilogram.
ppt = parts per trillion. The detection limits will be updated once an analytical
laboratory is selected.

5.0 EQUIPMENT DECONTAMINATION

Downhole drilling and sampling equipment (including concrete coring equipment, hand augers,
etc.) will be decontaminated prior to first use and between sampling locations (U.S. EPA,
2008). To reduce the potential for cross-contamination, re-usable sampling equipment will be
decontaminated using the following procedures:

o

wash and scrub in non-phosphate detergent and potable water (first bucket);
e rinse or soak in potable water (second bucket);

o rinse in deionized (D) water (third bucket);

e additional rinse in DI water (fourth bucket); and

o final rinsefspray with hexane and air dry.

Disposable nitrile gloves will be worn during all decontamination activities.

6.0 WASTE CHARACTERIZATION AND DISPOSAL.

Concrete slurry, soil cuttings, and decontamination wastewater will be stored on-site in
separate Department of Transportation-approved 55-gallon labeled drums until the
investigation-derived waste have been properly profiled, manifested, and disposed off-site at a
licensed disposal facility as specified in 40CFR 761.61 for PCB-remediation waste.
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7.0 SITE SURVEY

At the completion of the characterization sampling, sample locations will be marked on site
maps relative to existing sample locations. After verification sampling and priot to excavation
backfill, the perimeter of the excavation and sample points (when accessible) will be surveyed
(vertical and horizontal control) by a licensed surveyor. If the sample points are not accessible
to the surveyor, the confirmation soil samples will be measured in the field with respect to a
corner of the excavation.
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Pechiney DRAFT SAP_07-27-10.dac 12




8.0 REFERENCES

AMEC Geomatrix, Inc. (AMEC), 20092, Polychlorinated Biphenyls Notification Plan, Former
Pechiney Cast Plate, Inc., Facility, Vernon, California, July 10.

AMEC, 2009b, Remedial Action Plan, Pechiney Cast Plate Facility, Verncn, California,
September.

AMEC, 2009c, Site Health and Safety Plan, Pechiney Cast Plate Facility, Vernon, California,
July 9.

Geomatrix Consuitants, Inc. (Geomatrix), 20082, Below Grade Demolition Plan, Former
Pechiney Cast Plate Facility, Vernon, California, December.

Geomatrix Consultants, Inc., 2007, Quality Assurance Project Plan, Former Pechiney Cast
Plate Facility, Vemon, California, July 20.

U.S. Environmental Protection Agency, 2008, Office of Environmental Measurement and
Evaluation, Standard Operating Procedure for Sampling Porous Surfaces for
Polychlorinated Biphenyls (PCBs), reissued July 22.

AMEC Geomalrix, Inc.
Pechiney DRAFT SAP_07-27-10.doc 13




FIGURES




Y410627.003.0\other_figsisitelocationmap.

Basemap modified from U.5.G.8, 7.5 minute
quadrang!e maps Los Angeles 1966,
Califoenia, phole-revised 1981 and 1994; and
South Gale 1964, California, pholo-revised
1981,

APPROXIMATE SCALE IN FEET
0 10002000
s ]

SITE LOCATION MAP
Former Pechiney Cast Plate Facility
3200 Fruitland Avenue
Vernon, California

By: pah

| Date: 07/27/10

Project No. 10627.003

[ e Te———]
0 200 6CO

APPROXIMATE SCALE IN METERS

AMEC Geomatrix

Figure 1




Somas Prbadiandhiteied B

Fruiliand é\venue

VORMER 3

BLDG 142
" EXPERN s
v b §FF

i
woje i ow

<

e S

P-4 H
HAsEmar e (=
| i H

bHASE 1 4 A

[

B :
H i (LI
B S oum P
H 1

1 :
fzre law

[T oE i

., FORMER- 1 |
= poE 1o
o 72 1 3 £3 ;:55:?‘\,

B Eps1es |,

H

s“[ﬁ?ﬂi i
i gy
E

L, et
T &7
¥

EH . He :
16T,

EXTRLRiny
PPEDS ool PR

Mo, 70
it
:

e 7
Ui e d
st ¢ wIETE

[y SO

Srmwior Sxuttat |

25 (tocsmimate) §

o

gt

=3

INSETB

| 199 =

(W

v

Y A, {5} 8 ) 5
‘!—/ E“?} ey Can —
= ™ = -
i m -
i

T

e

Loty

";

225

<

s 207

238

Nten,

1 AT s w acsrneis.

L ALINTOMA U TR TGN Wbk St i,
PR a—

ey o et e, eed sy e

%

e, TR

£, Falwanoes;

oteute Curmaarts, b {Gacenaiie], S5k, Phase i Eoviorenanial

Do Jarvrairiurd Hugret, Pty Caal e Facify, Veercr,

Cattormin, Marth 3.

Cianmrs, TIPS AR P G T, P
st

Ao Plagort, o e, e,

Dacurtec g

Goonakte 508, Aowme Grde Carmolbon Comviio g, Facrerey

ey, ok 4 Ginan (UFCA. 1YL Linvied Pt | Erviaerrasd

IrmaCgator, s Gaat Posin, $1535421 Aona Ao, ¥ermon,

L= Iy

Cicpty mat Wb, Y. PN, Ficed Rrocet, Pees 0 Crrorvaantal

bt Tt Ak~ VoA Plar, Varrur, Caformia, St &

Kate: Figurs shal be producad b color o malntaln indormation.

WA Contrn s et (e, 2000, b &

R Bl v w ecrcrvin ey e
9 Corcrate cre sample (UG, 199)

———— bty

T Earpin rensts s B b opacieg ek
Shomia IR e ko trobal
1. Top o creres merphe
R ey of congrs namgh
A Sarlad il 0 025 b
& Dat eI ok S chen
€ Ol of 1.3inchws 1o 3.0 Irahes.
© el st crere
D Comaritun > 1 wnd 313 wokd
& PCB Conoarbubon s L3 mphg wd+ S5ty
L L]
amrrmint PCHincind ncrsia 2§ gt
e i e 243 g
r— P et tzrte § 30
S eI ewnple s et

mm"




)

B
L

.
1\

PHASE Iv

"9;."
rgen/

FORMER
BLOG 112

B wal ard txhamtn

Tetni pobycilortuced digharris
LYY

Syl rew iy am i i e bk
#0000 Y i par s g

Tl et s

ot of corcreis g
Burtaca ta degehi ol L3 k.

Cupth o028 e 1a 13 Inchae

Dwpa of Lk chan o 28
acnnd e of gererada

PO Concaririn > 1 Ak e § 530

FORMER
hagic 3 BLOG 112 -
| S

FORMER -~
BLOG 190

CHH o e on o !iﬁé

emmmmnes  PCOHmpaciad croe 3140
— P paciod v 1 3w

FORMER
BLOYG 163

Lt

it

-
. - HOT PART OF
PROPERTY
PHASE JHA
Pyt
) Qazfing
Teowzs
PN / -
. dos EYTRAIOS o 1, 23 omern s arereninatn
5 H FREJS end -~
) d - vt T Al narvoies ore bl sargine uriem. roiad chervee.
’ T Tarholh W v EPA s S e Taeds } v a.
T O A /LS W OO M

4 Bult 1anpie rome reparied n nigrems par Llogranm nghl
B Aewwoc

Srepern O, b, o 08 Pri & Enrrersd
- Eabania, Liwen B "

Claeroairts, 3504, PCR Mobcalion Pran, Hectrey Cand Fiet, bt
Factly, erron, Caliorite, Tactetina 17,
RN T508, Duppaamantal Prass § Erorrnacal s

ot P £
Sams s Py askay, Vrows, Calkaria,

ok ek i, iy, WA, ClhTi, GO T3,

cttiny Pdci. Ceiar, A7 2, K04, Liriad Pivane- | Exmcrvrantal
Emaaon, kince Cat Faie, S1308401 Aose Averssn, Uarasy,
Colipana, Baptecber 15.

Giacugby el Wb, s, 4190l Rar, Plieet  Esmsmavial
Harrreiirr kot B8 » WTGh Pint Yimad, Catoa, Rapianear &

INSET A ey INSETB o) WSETC ]

Kita: Frpura shall be ropoducod in coio¢ ta malain Efermaton. AMEC Seomatrix Fgm 3




FORMER DG 116 NN
Lretmme Y

%

It
i
i
4/me&nd'AWﬂUﬂ e

"_*{J/‘

2,

FORMER BLOG 12
Fansy

i
F2)

Eramoded a2
PCI raemain . s0k 2,0 g 3 bk

s

e

v
fonvER oLoG 112 ¢
Ernaan i

&
FORMER
BLOG 16D

e —
=l
0 it gt o 21 e 0
HSI4(E) bt 208 500
B W e Wt
+ Swvpls whan fador 4rd SV S acivises.
e Mabmreny
e hamvn
E"-"'"? Prvnhas moston
S arvieras lanlls ol mecavadit ory Spp—en |
O ——
RS e e ek TV TS
L]
g S i M e er
[T

el e
Rt A 1248 oo A 30
A 3k
]

ﬁ....a.&:gi;

Eolgl

ik
1
2. ity wwbrted ko GPA i 1080 wed L.
1 Rew
AL Linke, 2, AR bpransa s b
v i s ot P P, P b T
3, Ve, Camrarin Ay T8
AL U 8 138, Mgl iy .

-
a0 fdove G e T iy, Pt b, F,
EL Wran, CaFaris Arw KL

e XML Pl S, aod T,
I Gl e, b ey Aericn.
Vet o Argrere ey, Camarin, e 25




s

Erplaraton
Promm bt b e vample b P ot 48
ey il
1 b vy s
#1E(E) Totrard IO e X0V
1y Sotiors, ke 1
D11 Heimriiet brint of ot 7
4 Y VTt s ey g s e S
R ek Tl 404 g st £
— etk

LT Banpia dus s o b o arhmse
8 gt i B g 3 B

O
LIELEYE

3 ool a2 S (81155403

1
'
1
1
v
[
t
PROPERTY :
1
'
3
E
1

NOT PART QF
[
1
Dbt ol Verton
e s oo srcpeson ki ¥ ot
Lo i b e .t st '
i 1OC Orogs, e, 1G5 LA
[ A | -

[/ ——

N

J i I i H IAVTPNE, WOP HAT, THDP-S, PROP.OF, MOP WS, IATPW
o oot iy
TR, SWET-, BWOTY, FHOT PACT.T, IWOT A, ENOT-N, S#07-3 %%% FLIT ki S0k D RATI T bt 37 < 43 M4t b4
8 St bgm. T PCBa et 1 w0l 853 - 3500 ppAg and TPH (23102585 e b jof w414 - 23700 gy ot siwmml
PC33 remaln in sk ot £4 - £.590 3% pauyTE [ 08 Vo [Walaolsie [sa PE ] P 559§ ared TPH (G313 o
L) .37
T e ER T L LA LR O (ewivie] Y [ W 1 =]
[ _pom{ior ] 9 1 =5
OF, TR0, DACHS, FVD-0-A WO, SRS, TWD-E.
TWOLBEwnes, SO R, B0, Sk Fracs
PCSE ey Iy ol 2 ki 1,100 7,300 s DRAFT
P raenain by a2 £ bowd al £33 - 1950 g —
AT remain In nol 2 T bved af 35 4 77 ppdqy 4=
HOTE: .
T e g =
2. Broghes wwipmad taing CFA Walecks £0A0 and —
Fooy
TV Pt
TOLVIE [ T JiF 310 | sa]sie Jev g [he e * \ e e
T Tl P ol ] el e Rt it Lo Ve e = =
e e B
ety st el hcaiy PAOPOSED ADOTIONAL LOCATIONS
7.l B, Waraon, Callurma. BULDINGS 104 AND 1124

s
i3 Fortiiady = 2200 Frutand Avorus
{ e [ 3Y TR o] e leas [iag TRy T bt B e e, Vemon, Caidoria
[ oo | oo} o] seva soom [ e [ oo | e _— |@
4

.AMiic Eaomatrix Fypre

<

r™



SMALL AREA EXCAVATION SAMPLE LOCATION LAYCOUT
{Less Than 100 Cubic Yards of Soil)

Sidewall View

Pict Doty: GT/21H10 - B:1dpm, Plotied by: pathorig

LARGE AREA EXCAVATION SAMPLE LOCATION LAYOUT
{Greater Than 100 Cubic Yards of Soil)

B— B
N N

Lo

YN RN /AN S AN PRI ANG

1 Map View |

Sidewall View

Explanation
A——A! Line of cross section
————— Giid line
[6] Grid area
® Side walf sample
® Bottom sample

DRAFT

Drawing not 1o scals

EXCAVATION SAMPLE GRIDS WiTH
SAMPLE LOCATION LAYOUT
Fommer Pechiney Cast Plate Facility
3200 Fruitland Avenue
Vernon, California

By: pah

[Date: 077270 | Projec: No,  10627.008

AMEC Geomatrix Fgue 5




